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IOWA DEPARTMENT OF TRANSPORTATION 

 

To Office  Bridges and Structures Date     October 1, 2012 

 

Attention All Employees Ref No.  521.1 

 

From   Gary Novey 

 

Office   Bridges and Structures 

 

Subject   Revision of the English Foreslope Protection Standards 1006, 1006A thru 1006E. 

 (CADD M0294) 

 

Electronic copies are available in the following Office of Bridges and Structures 

standard directory W:\Highway\Bridge\Standards\Bridges and on the Internet:  

 

 http://www.iowadot.gov/bridge/standard.htm  
  

The English Foreslope Protection Standards 1006, 1006A, and 1006B were revised to 

add “A” POINT and “B” POINT to the foreslope detail SECTION A-A on each of these 

sheets.  The “B” POINT is also shown on the CURB DETAIL and ALTERNATE CURB 

DETAIL.  A note with a border around it refers to the DESIGN SHEET NO. for the 

elevations and locations of these points has also been added to these sheets. 

 

The English Foreslope Protection Standards 1006C, 1006D, and 1006E were revised to 

add “A” POINT and “B” POINT to the foreslope detail SECTION A-A on each of these 

sheets.  The “A” POINT and “B” POINT were added to SECTION B-B and SECTION 

C-C details.  A note with a border around it refers to the DESIGN SHEET NO. for the 

elevations and locations of these points has also been added to these sheets. 

 

For any questions, please check with Stuart Nielsen or Thayne Sorenson. 
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